










Stretching

Fast drying
Position attachment’s teeth horizontally for a faster dry time,  
while gently stretching.

Tensioned stretching 
Twist attachment so teeth are facing downwards and at a slight angle,  
so the side bristles touch your hair – for a straighter finish.1

1. vs. Dyson Airwrap™ Wide-tooth comb.

The Tension comb 2x 
attachment’s side bristles 
help to give a straighter 
finish.

A person with 
coily hair holding 
the device with 
Tension comb 
2x attachment, 
combing hair 
downwards near 
the hair tips.



Regular filter maintenance

Filter cleaning is overdue when the Amber LED starts flashing

Ensure that you unplug your device from the mains electricity supply and 
allow to cool down before cleaning your filter.

Dyson Airwrap Co-anda2x™ multi-styler and dryer has highly tuned 
technology to give outstanding performance.

This technology needs to be kept free from dust and hair  
product residue.

Maintenance is required to maintain performance.

Step 1
Remove the filter by sliding it down the power cord and  
opening at the split line.

Step 2
Soak the filter in a bowl of water.

Step 3
Wash the filter cage under a warm, running tap.

Filter mesh Filter cage

Gently pull open the 
filter cage and slide it 
off the cable.

The filter cage is 
soaked in a bowl  
of water.

Wash the filter cage 
under the tap.



Step 4
Shake the filter cage to remove the majority of the excess water,  
then leave to dry completely.

Step 5
Open the filter cage at the split line and replace back on to the device.  
Click into place.

clik

A person shaking the 
excess water from the 
filter cage.

The filter cage is 
reattached to the Dyson 
Airwrap Co-anda2x  
multi-styler and dryer.


